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Attribute WT1500 WT3000 WT6000
Capacity (TB) 1.5 3.0 6.0
IOPS 150,000 150,000 150,000
Bandwidth (GB/s) 1.7 1.7 1.7
Latency (ms) 0.1 0.1 0.1
RAID Support 0, 5, 6, 10 0, 5, 6, 10 0, 5, 6, 10

Power Supply 
(Redundant, hot swap) Yes Yes Yes

Size (U) 2 2 2

Power Consumption (W) <200 <200 <200

Interfaces Gigabit Ethernet (2)  Gigabit Ethernet (2) Gigabit Ethernet (2)

$

$

$$ $ $

90X less latency 

30X data acceleration0.1 ms latency
150,000 IOPS 

6-9 ms latency
2,500 IOPS 

$0.37 per I/O $8.00 per I/O

1 Racerunner
XLR8r

6 HDD Racks

The XLR8r replaces fully 
loaded racks of HDD storage at 

a 1:6 ratio.

• Inline Data Deduplication – The “Holy Grail” of storage. Redundant 
data is eliminated on ingress. Especially beneficial in server virtualization environ-
ments where 80-90% of the data is repetitive. 

• Inline Data Compression – Thanks to their alpha-numeric core, data-
bases are tremendous candidates for compression.  Consolidation ratios are commonly 
seen at 4:1, thus dramatically increasing the amount effective storage available.

22X 
Less Expensive

XLR8r 
Accelerates:

e-mail
SQL

Oracle
Exchange

OLTP

Storage performance is the datacenter’s largest operational constraint.  Today’s CPU performance exponentially outpaces 

hard disk drive I/O.  Enterprises cannot continue to simply over-provision on legacy HDDs for incremental performance 

gains. 

Specs

 A  S o l i d - S t a t e  S A N  A p p l i a n c e

10 Gigabit (2) or
IB  40 GB (2) or

FC 4GB (2)

10 Gigabit (2) or
IB  40 GB (2) or

FC 4GB (2)

10 Gigabit (2) or
IB  40 GB (2) or

FC 4GB (2)


